User’s Manual for Satellite Channel Editor II

1. Installation (Setup)

A. Files

1) SETUP.EXE
: To start installation.

2) Other Files :

LAYOUT.BIN, SETUP.BMP, _SYS1.CAB, _USER1.CAB, DATA1.CAB, LANG.DAT, OS.DAT, _SETUP.DLL, MFC42.DLL, MSVCRT.DLL, _INSDEL.EXE, CHEDITORII.EXE, SETUP.INI, SETUP.INS. SETUP.LID, MSFLXGRD.OCX, DATA.TAG

B. Setup Procedure

1) Execute SETUP.EXE file.
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2) Click Next button.
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3) Click Next button.
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4) Click Next button.
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5) Click Next button.
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6) Click Finish button

7) To execute the channel editor program, click the “START” button of windows, 

go “Program” menu, go “Channel Editor II”, 

and click “Channel Editor II(Flash2M,4000CH,Favorite8)”
2. Data Upload(STB to PC) and Download(PC to STB)

A. Data Upload

1) Connect RS-232C cable between STB and PC.

2) Select the “Transfer” menu.

3) Select then “STB->PC” sub menu. 
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4) Data Upload program is run.
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5) Power ON (Standby Button or Power Switch of Rear Panel)

6) Upload progress bar is show.
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7) When data uploading is finished, Click the “Close” button.
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8) Uploaded data is showed.
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*** CERTAINLY, SAVE DATA AFTER UPLOADING ***

B. Data Download

1) Connect RS-232C cable between STB and PC.

2) Select the “Transfer” menu.

3) Select then “PC->STB” sub menu. 
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4) Data download program run.
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5) Power ON (Standby Button or Power Switch of Rear Panel)

6) Download progress bar is show.
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7) When data downloading is finished, Click the “Close” button
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8) Data is saved in STB.

3. Edit Data

A. Open Data File.

1) Select “Open” menu.

2) Select the data file and click “Open” button.
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B. Save Data File

1) Select “Save” or “Save as” menu.

2) Write file name.

3) Click “Save” button.
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*** CERTAINLY, SAVE DATA AFTER EDITING ***

C. Edit Satellite List

1) Change Satellite Information

1. Select the satellite in the satellite list of left window.

2. You can see the satellite information in the right window.

3. Satellite Name, Longitude Position, C/KU Switch, LNB Frequency, LNB Power, 22KHz, 0V/12V, ToneBurst, DiSEqC Type.
4. After change values, Click “Update” button.
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2) Delete Satellite. 

1. Select the satellite in the satellite list of left window.

2. You can see the satellite information in the right window.

3. Click “Delete” button.
3) Append Satellite.
1. Select “00. New Satellite” in the satellite list of left window.

2. Input the new satellite information in the right window.

3. Click “Append” button.

NOTE: Satellite Position is unique value.
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D. Edit Transponder List

1) Change Transponder Information

1. Select the transponder in the satellite list of left window.

2. You can see the transponder information in the right window.

3. Transponder Frequency, Symbol Rate, Polarization, FEC Inner.

4. After change values, Click “Update” button.
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2) Delete Transponder. 

1. Select the transponder in the satellite list of left window.

2. You can see the transponder information in the right window.

3. Click “Delete” button.
3) Append Transponder.
1. Select “000. New Transponder” in the satellite list of left window.

2. Input the new transponder information in the right window.

3. Click “Append” button.
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E. Edit TV/Radio List

1) Change Channel Information.

1. Change Channel Name, Video PID, Audio PID, PCR PID

· Select Channel (Click the channel number).

· Click “Detail Info” button.
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· Change values. (Channel Name, PIDs)

· Click “OK” or “Cancel”
2. Change Lock/Favorite status.

· To change the status of one channel, double click on “Lock” column.
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· To change the status of multi channel

i. Select range 

(press mouse left button and move down/up mouse pointer)

ii. Click the mouse right button on the selected range, 

iii. Select “Enable” or “Disable”.
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2) Sort Channels

1. Double click on the each column header.

2. One is ascending sort, one is descending sort.
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3) Move Channels

1. Select channels for moving. 

(Press mouse left button and move down/up mouse pointer)

2. Click mouse right button on the selected range.

3. Popup menu display.

4. Select the “Cut” Item of popup.
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5. Select the insert position channel.

6. Click mouse right button on the insert position channel.

7. Popup menu display.

8. Select the “Paste” Item of popup.
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9. Channels are moved.

4) Delete Channels 

1. Select channels for deleting. 

(Press mouse left button and move down/up mouse pointer)

2. Click mouse right button on the selected range.

3. Popup menu display.

4. Select the “Delete” Item of popup.
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5. Channels are deleted.

5) Append New Channel.

1. Click the “Append” button.
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2. Select the satellite.

3. Select the transponder.

4. Select the network name.

5. Input the service ID. (Service ID is unique in the same transponder)

6. Input the channel name.

7. Input the Video PID.

8. Input the Audio PID.

9. Input the PCR PID.

10. Click “OK” button.
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*** CERTAINLY, SAVE DATA AFTER EDITING ***
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